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Phase-Coherent Optical Pulse
Synthesis from Separate
Femtosecond Lasers
Robert K. Shelton,* Long-Sheng Ma,*† Henry C. Kapteyn,
Margaret M. Murnane, John L. Hall, Jun Ye*‡
We generated a coherently synthesized optical pulse from two independent
mode-locked femtosecond lasers, providing a route to extend the coherent
bandwidth available for ultrafast science. The two separate lasers (one centered
at 760 nanometers wavelength, the other at 810 nanometers) are tightly
synchronized and phase-locked. Coherence between the two lasers is demon-
strated via spectral interferometry and second-order field cross-correlation.
Measurements reveal a coherently synthesized pulse that has a temporally
narrower second-order autocorrelation width and that exhibits a larger am-
plitude than the individual laser outputs. This work represents a new and flexible
approach to the synthesis of coherent light.
The interaction of coherent light with matter,
and the “control” of matter using light, has
been a prominent scientific theme in recent
years. On “slow” time scales, the interaction
of precisely tuned continuous wave (CW)
laser light with atomic vapors leads to the
generation of quantum degenerate gases (1)
and deterministic quantum entanglement
among atoms (2). On fast time scales, ultra-
short light pulses are used to study coherent
evolution in atomic and molecular systems.
“Coherent control” experiments now use
light pulses, precisely shaped in amplitude
and phase, to selectively “drive” (3) a desired
dynamical process.
The ability to generate coherent light with
ultrabroad bandwidths is essential for many
applications in ultrafast science and technol-
ogy. Advances in this area have led to broad-
bandwidth, ultrashort-pulse, laser systems (4)
that routinely generate pulses shorter than 10
femtoseconds (fs) (5, 6). Moreover, coherent
bandwidths can be extended over very broad
spectral regions by using nonlinear frequency
conversion techniques such as white-light
continuum generation (7, 8), parametric am-
plification (9), molecular phase modulation
(10), and so forth. However, for some appli-
cations, these techniques can suffer from
poor efficiency and lack of flexibility, in
particular for applications where arbitrary
pulse synthesis at very different wavelengths
is required. Ideally, it would be desirable to
synthesize arbitrary pulses by coherently
combining the output fields of two or more
separate lasers, which would enable the gen-
eration of optical waveforms with distinct
optical properties in distinct regions of the
spectrum with potentially high powers. Here,
we report the demonstration of coherent op-
tical pulse synthesis from two independent fs
lasers. This approach will have application in
many areas of science and technology, in-
cluding wide-bandwidth pump-probe config-
urations and coherent control, mid-infrared
generation through difference frequency mix-
ing (11), laser synchronization with x-rays or
electron beams from synchrotrons (12), par-
ticle acceleration with phase-locked pulsed
laser arrays (13), and synthesis of light pulses
with durations shorter than those obtainable
from any individual laser (4–6).
Tight phase locking of two CW lasers is a
mature field (14) and has been applied to
many scientific experiments. Phase locking
of separate fs lasers, however, requires both
tight synchronization between the two pulse
trains as well as effective detection of the
phase difference between the two optical car-
rier waves underlying the pulse envelopes.
Recently, the combination of ultrafast laser
technology with precision frequency metrol-
ogy based on CW lasers (15) has resulted in
dramatic breakthroughs of significance to
both fields. Optical frequencies can now be
directly linked to microwave sources (16,
17), and the stability of a CW optical oscil-
lator can be readily transferred to the entire
optical frequency comb (18, 19). In the time
domain, control over mode frequencies trans-
lates into control over the time domain evo-
lution of the carrier-envelope phase of the
short pulses (20, 21). Here, we take advan-
tage of these concepts of control in both the
time and frequency domain to demonstrate
coherent light synthesis: the coherent combi-
nation of outputs from more than one laser in
such a way that the combined output can be
viewed as a coherent, fs-duration pulse that is
emitted from a single source.
As a first step, we synchronize two Kerr-
lens mode-locked (KLM) fs lasers. The KLM
laser generates a repetitive pulse train, and
the rigorous periodicity in time leads to a
corresponding periodicity in the spectral do-
main. The repetition rates of the two lasers
are required to be identical to a very high
degree of precision. The repetition rate of
each laser has been controlled precisely using
either a microwave clock (16) or a stable
reference laser (18, 19). Tight synchroniza-
tion between the two separate lasers is
achieved via direct phase locking of the rep-
etition frequencies of the two lasers.
However, in order to phase lock the opti-
cal carrier frequencies of the two lasers, it is
necessary to ensure that the spectral combs of
the individual lasers are exactly coincident in
the region of spectral overlap. This require-
ment is associated with the rate of slipping of
the carrier-envelope phase of these short
pulses. The difference in the group (vg) and
phase (vp) velocities (vp Þ vg) results in a
pulse envelope function that is not fixed with
respect to the underlying optical oscillation
frequencies—in general, there is a phase slip
between the “carrier” phase and the envelope
peak for each of the successive pulses emitted
by the laser. Denoting this pulse-to-pulse
phase slip by Df, each optical comb frequen-
cy will be given by fn 5 nfrep – d, which
corresponds to d 5 frep (Df/2p), where n is
the integer harmonic number (;4 3 106) of
the optical comb line relative to frep. Thus,
while the comb lines are rigorously equally
spaced in frequency, they are not necessarily
harmonics of the repetition rate frep; i.e., ex-
tending the comb toward zero frequency
would reveal a frequency offset of the closest
comb line from zero frequency (22).
To clarify the situation further, the funda-
mental issues of phase locking two mode-
locked lasers are illustrated in both the time
domain (Fig. 1A) and frequency domain (Fig.
1B). The two pulses need to be synchronized
tightly, i.e., the two repetition rates are con-
trolled to match each other ( frep 1 5 frep 2).
To achieve phase locking under synchroniza-
tion, we also need to match the two sets of
optical frequency combs so that they form a
continuous and phased set. To achieve this,
the two lasers should exhibit a certain degree
of spectral overlap (Fig. 1B), allowing detec-
tion of a coherent heterodyne beat signal
between the corresponding comb components
of the two lasers. Such heterodyne detection
yields information related to (d1 – d2), which
can then be controlled. By phase locking (d1
– d2) to a frequency of a mean zero value, we
effectively demand that (Df1 – Df2) 5 0,
leading to two pulse trains that have nearly
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identical dynamical evolution.
The comb can be characterized by two
variables; frep 5 vg/lc and d 5 n0 (1 – vg/vp),
where n0 is the laser carrier frequency and lc
the cavity length. One obvious choice of lab-
oratory control variables is lc, which controls
frep without any influence on d. Another con-
trol mechanism would be to vary either the
pump laser power, which influences both vg
and vp, or to vary the angle of a swivel mirror
in the dispersed end of the laser cavity to
control vg. Here, we use a fast servo loop
acting on lc to stabilize frep, whereas the
offset frequency d is controlled using the
swivel mirror [Supplemental fig. 1 (23)].
Fluctuations of d develop on a slower time
scale compared with that of frep, and therefore
a correspondingly slower servo loop is suffi-
cient for stabilization of d.
The two independent mode-locked Ti:sap-
phire lasers (24) each operate at a 100 MHz
repetition rate, with one centered at 760 nm and
the other at 810 nm. The bandwidth of each
laser corresponds to a sub–20 fs transform lim-
ited pulse. Our synchronization scheme em-
ploys two phase-locked loops working at dif-
ferent time resolutions [Supplemental fig. 1
(23)]. The first loop operates at the fundamental
repetition frequency to provide full dynamic
range of timing offset, whereas the second one
operates at the 80th harmonic of frep (8 GHz) to
provide enhanced phase stability. Using this
approach, we have demonstrated the timing
jitter between the two separate pulse trains to be
,5 fs, at a bandwidth of 160 Hz, observed over
several minutes (25). This result represents a
nearly 100-fold improvement over previous
studies in synchronizing separate mode-locked
Ti:sapphire lasers (26). The flexibility of this
synchronization system is demonstrated by
locking two independent lasers working at dif-
ferent commensurable repetition frequencies.
When the two lasers are well synchro-
nized, the heterodyne beat between the two
corresponding sets of combs can be recov-
ered with a signal-to-noise ratio of 60 dB in a
100-kHz bandwidth. Phase shift in the syn-
chronization lock loop is adjusted to have the
two pulses optimally overlapped temporally
at the heterodyne detector to produce the
maximum beat signal. The beat detection ef-
fectively measures the difference (d1 – d2) in
the carrier-envelope offset frequency d be-
tween the two fs combs. Hundreds of comb
pairs contribute to the heterodyne beat signal,
and its amplitude is coherently enhanced
when the synchronization is effective. By
stabilizing (d1 – d2) to a mean value of 0 Hz,
the carrier-envelope phase slip per pulse of
one laser will be accurately matched by the
second laser. Locking of this beat frequency
to 0 Hz is implemented using an acousto-
optic modulator (AOM). One laser beam
passes through the AOM and is offset by the
drive frequency of the AOM. This avoids the
need to process the beat signal in the trouble-
some frequency range around 0 Hz. The beat
is then phase-locked to the drive frequency of
the AOM, effectively removing the AOM
frequency from the beat.
The carrier frequency beat signal between
the two lasers is recorded under phase-locked
conditions (Fig. 2A), with a standard devia-
tion of 0.15 Hz at a 1-s averaging time. In
contrast, without phase locking, the beat fre-
quency between the two synchronized lasers
has a standard deviation of a few MHz. To
further explore the issue of the beat frequency
noise versus characteristic time scales, we
employ an Allan variance analysis (27),
which allows study of noise process in the
time domain by comparing adjacent measure-
ments segmented within certain time win-
dows. In this first-difference calculation, pro-
cesses can be separated and isolated on the
basis of their time scales, permitting the time
scales at which fluctuations are the largest to
be identified. From the time record of the
timing jitter noise, we determined the corre-
sponding Allan variance (red diamonds, Fig.
2B). Another fast frequency counter mea-
sures Allan variance directly on the instru-
ment (blue circles, Fig. 2B). The result shows
that the frequency variance falls off at a rate
of 1/t, where t is the averaging time. This is
characteristic of phase noise in our wide-
range phase-locked system.
Although this frequency counting method is
convincing, a direct time-domain analysis of
the coherence between the two fs lasers can be
equally effective [Supplemental figure 2 (23)].
Spectral interferometry is a sensitive technique
for measuring frequency-domain phase differ-
ence between two pulses, and it has been ap-
plied to the characterization of weak signal
pulses with respect to stronger reference pulses
(28) and to pulse-shaping studies. We combine
the pulses from the two lasers on a beam splitter
and direct the two pulses collinearly into a
spectrometer consisting of a grating and a
charge-coupled device array. The spectrum of
the sum of the two pulses would produce the
phase difference between the two pulses, and a
preset delay t between the two pulses would
yield fringes in the combined spectrum, if co-
herence between the two pulse trains persists
over the measurement time period. Typical
 
 
Fig. 1. The principle behind
the synchronization and
phase locking of two inde-
pendent femtosecond la-
sers. (A) Pulse representa-
tion in the time domain;
(B) Femtosecond comb
representation in the fre-
quency domain. f rep repre-
sents the laser repetition
frequency (comb spacing)
whereas d denotes the off-
set frequency in the comb
due to the carrier-envelope
phase slip Df.
Fig. 2. (A and B) Time record of the carrier beat
frequency between the two femtosecond lasers
when phase-locked. The associated Allan vari-
ance (in red squares) is also shown to reflect
the noise process at different averaging time
scales. The Allan variance at shorter time scales
(in blue circles) is measured with an indepen-
dent frequency counter.
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spectral interferometry data (Fig. 3A) when the
spectra of the two lasers are overlapped are
shown. The black and green curves represent
the two individual pulse spectra, obtained by
blocking one beam and measuring the spectrum
of the other. When both pulses are sent into the
spectrometer, the resulting sum spectrum is
shown in blue (without phase locking between
the two lasers) and in red (with phase locking).
Whereas the spectrum is smooth in the non–
phase locked case, under phase-locked condi-
tions, interference fringes are produced that re-
veal excellent phase coherence between the two
pulses within the observation time, chosen to be
20 ms in this case. Timing jitter at this short
time scale is measured to be #1 fs. When the
gate time is increased, we observe a decreased
contrast in the interference fringes. However,
the fringe pattern is still visible even at relative-
ly long observation times of 20 ms.
Cross-correlation measurements of the
two field amplitudes is another powerful
technique to demonstrate mutual phase co-
herence (29). The interference term in a
cross-correlation measurement is a convolu-
tion integral of the two field amplitudes, and
fringes are obtained by scanning the delay
between the two pulses. The second-order
field cross-correlation is obtained when the
coherent sum of the two optical fields passes
through a second harmonic crystal before
entering the photodetector. Again, we com-
pare the phase locked (red curve) and un-
locked (blue curve) results in Fig. 3B. Each
scan takes about 20 ms, and the data shown
here are averaged results of eight scans. The
fringe contrast of the averaged scans is re-
duced by only 20% from a single scan when
phase lock is active. Without phase locking,
the fringe contrast quickly disappears after
averaging only a few sweeps.
To demonstrate the “coherently synthesized”
aspect of the combined pulse, a second-order
autocorrelation measurement of the combined
pulse is carried out. For this measurement, the
two pulse trains were maximally overlapped in
the time domain before the autocorrelator. One
arm of the autocorrelator (Michelson inter-
ferometer) was scanned to collect the autocor-
relation data. The second-order autocorrelation
curves of each individual laser are shown (Fig.
4, A and B, respectively). The spectrum of one
laser is centered around 760 nm, whereas the
other one around 810 nm. Under phase lock, the
spectral interferometry measurement displays
clear interference fringes within the overlapping
spectra (Fig. 4C). An interesting autocorrelation
measurement is shown when the two lasers are
not even synchronized (Fig. 4D). We obtain an
autocorrelation of a single laser pulse, with a
sharp spike appearing in the data at a random
position. The spike appears because, at that par-
ticular instant, the pulses overlapped in time and
the two electric fields came into phase and
coherently added together. The time scale of this
random interference is related to the offset fre-
quency between the two repetition rates and is
usually less than a few ns. When the two lasers
are synchronized but not phase-locked, the re-
sulting autocorrelation measurement indicates
an increased signal amplitude compared to the
unsynchronized case, typically by a factor of 2.7
(Fig. 4E). However, as expected, this signal
displays considerable random phase noise with-
in the autocorrelation interference fringes. When
the two lasers are phase-locked, the autocorre-
lation reveals a clean pulse that is often shorter
in apparent duration and larger in amplitude
(Fig. 4F). This result is statistically significant
because this pulse shortening is observed in
more than 40% of the total data scans. Note,
however, that in this work we did not attempt to
recompress the light pulses outside the laser
cavities to very short duration, and the pulses are
dispersively broadened to 50 to 70 fs in dura-
tion. The width of the central fringe pattern in an
interferometric autocorrelation is more charac-
teristic of the overall bandwidth of the pulse
than of the pulse duration, and can result in a
trace that appears deceptively short when the
overall timespan of the scan is short. However,
the data clearly show the difference between a
coherently phase-locked pulse train (Fig. 4F)
and one with a complex and random frequency
substructure (Fig. 4E). Averaging of hundreds
Fig. 3. Coherence mea-
surement between the two
phase-locked femtosecond
lasers. (A) Spectral inter-
ferometry: the black and
green curves represent the
individual laser’s spectrum;
the blue curve shows the
combined spectrum of the
two lasers when they are
not phase-locked; the red
curve shows clear interfer-
ence fringes between the
two laser spectra when
they are phase-locked. (B)
Second-order field cross-
correlation: the blue curve
indicates the lack of coher-
ence between the two op-
tical fields from the two
phase-independent (but
synchronized) lasers; the
red curve shows cross-cor-
relation fringes between the two phase-locked lasers.
Fig. 4. Second-order au-
tocorrelation measure-
ment of the combined
pulse. Second-order auto-
correlation data of the
two individual lasers are
shown in (A) and (B). In
(C), the spectral inter-
ferometry data indicate
the spectra of the two la-
sers are separated, with
interference fringes clear-
ly present in the overlap
region of the two spectra.
The pulse trains from the
two lasers are combined
and sent to a collinear au-
tocorrelator. Data in (D)
represents the case when
the two lasers are not
synchronized. The two
fields are in phase only
briefly, resulting in a ran-
dom sharp spike in the
autocorrelation curve.
Data in (E) are obtained when the two lasers are synchronized but not phase-locked. The increase
of the autocorrelation amplitude is about 2.7 times over the previous unsynchronized case. When
the two lasers are both synchronized and phase-locked, the second-order autocorrelation data in
(F) show the pulse width is narrowed and pulse amplitude increased by .20%. Notice the large
difference in noise between the phase-locked and unlocked autocorrelation curves.
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of the autocorrelation scans also consistently
shows an amplitude enhancement by more
than 20% when the phase lock is activated.
An important issue will be to demonstrate
control over the phase profile across the en-
tire synthesized spectrum, namely pulse
shaping. For example, a flat spectral phase
profile is a prerequisite for generating an
ultrashort pulse while arbitrary shape is need-
ed for coherent control applications. Using
the current control scheme, the carrier-enve-
lope slip phases of the two lasers track each
other (Df1 5 Df2). There remains, of course,
a static phase difference between the two
lasers, namely (f1 2 f2). However, this stat-
ic phase can be controlled through an appro-
priate phase offset introduced in the carrier
heterodyne beat detection, for example,
through phase shift of the radio frequency
signal driving the AOM. This phase-compen-
sated spectrum can then be used in a pulse-
shaping device to generate the desired pulse
waveform.
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Nanowire Nanosensors for
Highly Sensitive and Selective
Detection of Biological and
Chemical Species
Yi Cui,1* Qingqiao Wei,1* Hongkun Park,1 Charles M. Lieber1,2†
Boron-doped silicon nanowires (SiNWs) were used to create highly sensitive,
real-time electrically based sensors for biological and chemical species. Amine-
and oxide-functionalized SiNWs exhibit pH-dependent conductance that was
linear over a large dynamic range and could be understood in terms of the
change in surface charge during protonation and deprotonation. Biotin-mod-
ified SiNWs were used to detect streptavidin down to at least a picomolar
concentration range. In addition, antigen-functionalized SiNWs show reversible
antibody binding and concentration-dependent detection in real time. Lastly,
detection of the reversible binding of the metabolic indicator Ca21 was dem-
onstrated. The small size and capability of these semiconductor nanowires for
sensitive, label-free, real-time detection of a wide range of chemical and bi-
ological species could be exploited in array-based screening and in vivo
diagnostics.
Planar semiconductors can serve as the basis
for chemical and biological sensors in which
detection can be monitored electrically and/or
optically (1–4). For example, a planar field
effect transistor (FET) can be configured as a
sensor by modifying the gate oxide (without
gate electrode) with molecular receptors or a
selective membrane for the analyte of inter-
est; binding of a charged species then results
in depletion or accumulation of carriers with-
in the transistor structure (1, 2). An attractive
feature of such chemically sensitive FETs is
that binding can be monitored by a direct
change in conductance or related electrical
property, although the sensitivity and poten-
tial for integration are limited.
The physical properties limiting sensor
devices fabricated in planar semiconductors
can be readily overcome by exploiting
nanoscale FETs (5–9). First, binding to the
surface of a nanowire (NW) or nanotube
(NT) can lead to depletion or accumulation of
carriers in the “bulk” of the nanometer diam-
eter structure (versus only the surface region
of a planar device) and increase sensitivity to
the point that single-molecule detection is
possible. Second, the small size of NW and
NT building blocks and recent advances in
assembly (9, 10) suggest that dense arrays of
sensors could be prepared. Indeed, NT FETs
were shown recently by Dai and co-workers
to function as gas sensors (11). Calculations
suggested that direct binding of electron-
withdrawing NO2 or electron-donating NH3
gas molecules to the NT surface chemically
gated these devices. However, several prop-
erties of NTs could also limit their develop-
ment as nanosensors, including the follow-
ing: (i) existing synthetic methods produce
mixtures of metallic and semiconducting
NTs, which make systematic studies difficult
because metallic “devices” will not function
as expected, and (ii) flexible methods for the
modification of NT surfaces, which are re-
quired to prepare interfaces selective for
binding a wide range of analytes, are not well
established.
Nanowires of semiconductors such as Si
do not have these limitations, as they are
always semiconducting, and the dopant type
and concentration can be controlled (7–9),
which enables the sensistivity to be tuned in
the absence of an external gate. In addition, it
should be possible to exploit the massive
knowledge that exists for the chemical mod-
ification of oxide surfaces, for example, from
studies of silica (12) and planar chemical and
biological sensors (4, 13), to create semicon-
ductor NWs modified with receptors for
many applications. Here we demonstrate the
potential of NW nanosensors with direct,
highly sensitive real-time detection of chem-
ical and biological species in aqueous
solution.
The underlying concept of our experi-
ments is illustrated first for the case of a pH
nanosensor (Fig. 1A). Here a silicon NW
(SiNW) solid state FET, whose conductance
is modulated by an applied gate, is trans-
formed into a nanosensor by modifying the
silicon oxide surface with 3-aminopropyltri-
ethoxysilane (APTES) to provide a surface
1Department of Chemistry and Chemical Biology,
Harvard University, Cambridge, MA 02138, USA. 2Di-
vision of Engineering and Applied Sciences, Harvard
University, Cambridge, MA 02138 USA.
*These authors contributed equally to the work.
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